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Omnia panel (polypropylene), untreated

Pre-treatment of untreated Omnia panel (polypropylene) bonding surface

1. Clean (with clean, lint-free cloth / rag) with SABA Cleaner 48.
Observe airing time: minimum 5 minutes

2. Prime with SABA Primer 4518 (with clean, lint-free cloth / rag or clean paintbrush). Observe
airing time: minimum 15 minutes and maximum 30 minutes

3. If the second bonding surface is not also Omnia panel, please request our "SABA Sealtack

Recommended Pre-treatment”

Bonding / sealing with SABA Sealtack (define type)

1. Apply SABA Sealtack to one of the two bonding surfaces
2. Press both bonding surfaces lightly together

3. Observe adhesive layer thickness of minimum 2 mm

4, Fix bond until cured

Omnia panel (polypropylene), painted

Pre-treatment of painted Omnia panel (polypropylene) bonding surface

1. Clean (with clean, lint-free cloth / rag) with SABA Cleaner 48.
Observe airing time: minimum 5 minutes
2. If the second bonding surface is not also Omnia panel, please request our "SABA Sealtack

Recommended Pre-treatment”

Bonding / sealing with SABA Sealtack (define type)

1. Apply SABA Sealtack to one of the two bonding surfaces
2. Press both bonding surfaces lightly together

3. Observe adhesive layer thickness of minimum 2 mm

4, Fix bond until cured

SABA Sealtack types (MS Polymer)

1-component, available in 290ml cartridges and 600ml bags. Colours: white, grey, black:

- SABA Sealtack 700 = Standard (average viscosity and soft elasticity)

- SABA Sealtack 750 = Universal (average viscosity and soft elasticity)

- SABA Sealtack 780 = Strong (high viscosity and strong elasticity)

- SABA Sealtack 790 = Fast and high-strength (quick and high-strength elasticity)

2-component, available in 490ml cartridges, colour: white
- SABA Sealtack Fast = Extra-fast (very short handling time and strong elasticity)

SABA will be glad to provide assistance:

Internet: www.saba.nl
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Our recommendations and instructions for use are based on the latest knowledge and technology. Customers and users must assess our products for
themselves, depending on the application in question and the relevant requirements. We do not accept any liability for failure to comply with our
recommendations and/or instructions for use when using our products. The General Terms of Business of the Dutch Association "Nederlandse Vereniging
van Rubber en Kunststoffabrikanten vom 01.11.1992" also apply to our recommendations, instructions for use and the supply of our products.



